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300Mbps Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

Version Info

Firmware Version:

1.1.1 Build 150522 Rel.51226

Hardware Version:

TD-W8960N VB 0x00000001

System Running time:

1Day(s) 14:00:28

LAN Info

LAN IP Address:
LAN MAC Address:

[192.168.1.1
[02:10-13 010001

IPV6 Address/Prefix Length:
Auto Configuration:

[nuc
| RADVD&DHCPYE

ADSL Info

Line State:
Line Rate - Upstream (Kbps):
Line Rate - Downstream (Kbps):

Showtime
1020
8184

Internet Info

Notice: There is no Route Interface.

Click here to do Quick Setup.
Click here to view all WAN interface's status and troubleshocfing information.

Shortcut:

asS S NEXT (g9, 2

300Mbps Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

TP-LINK'

Device Info
Quick Setup
Advanced Setup

Wireless

Quick Setup - Start

Guest Network This guide will help you set basic parameters for Intemnet connection. Please click NEXT to continue.

ELLGE T For function or parameters in details, please click the corresponding menu on the left.

Management

Logout
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Quick Setup - WAN Configurations
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300Mbps Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

Please choose the Wan type for Internet access.
Choose WAN Type: (@ ADSL WAN

() Ethernet WAN

For ADSL(Telephone line/RJ11) Service

For Ethernet(RJ45) Service

() Enable IPv6 for this service

Skip WAN
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TP-LINK'

Device Info
Quick Setup
Advanced Setup
Wireless

Guest Network
Diagnostics
Management

Logout
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Quick Setup - WAN Configurations

/
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300Mbps Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

Country:
1SP:
VRINCI:

[owerv] =

Encapsulation Mode:

N
[ [ T |wo2sspaessamy
LLC/SNAP-BRIDGING v | (optional)

ﬁ

WAN Link Type:

.
—
|

PPP Username:

O 4

PPPOE Service Name:

PPP Password:

MTU (bytes):

PPPoE(PPP over Ethernet) v

(uphE) :

(optional)

Skip Wan




pogo Slanisd slosal, bigfghoh @

b Jws Enable Wireless s

LS 34lg 1y 395 g plg o Network Name (SSID) cooud 4o

oS bl 1y Mixed WPA2/WPA-PSK ' 4 35 Network Authentication cuwoaws o

Al S A Blos wsl polie oS 54lg 1y g0 wd mlg 30, Wireless Network Key cuownd o
aS Sl NEXT (59, 5,51 ad 50 50

Tp-LlNKﬂ 300Mbps Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

Device Info

Quick Setup Quick Setup - Wireless Configurations

Advanced Setup

Wireless

Guest Network
Diagnostics Enable Wireless:

Management

You can your WLAN Authentication type.
Logout

Wireless Network Name: [ TP-LINK_0001 Atso called SSID)

ofect yo vork from hackers and unauthorized users, it is highly recommended you choose one of the following wireless network security settings.
Network A i [ Mixed WPA2/WPA-PSK Personal (adaptive) v |

Wireless Network Key: (Also called WPA Pre-Shared Key)

(You can enter ASCIl characters between & and 83 characters or 8 to 84 Hexadecimal characlers.)

Skip Wi-Fi

https://emulator.tp-link com/TD-W8960N({UN).V6.0_Emulator/webjinfo htm|
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TP-LINK J00Mbps Wireless N ADSL2+ Modem Router
Model No. TD-WB960N

Device Info

Quick Setup Quick Setup - Summary

Advanced Setup

Wireless

Guest Network
Diagnostics WAN Configurations

Management WAN Type: ADSL WAN
Logout

Layer? Information: ﬁfcﬁfSNAP—ERIDG\NG
WAN Link Type: PPPoE
PPP Username: test
PPP Password: test
PPP MTU: 1430
Note1: Some WAN Connection(s) or Layer2 interface(s) may be replaced by new onel
Note2: The Virtual Server Rules of some WAN Connection(s) may be deleted!

Wi-Fi Configurations

| Wireless Network Name: |TP-LINKJ]DD1
| Network Authentication: |0pen (insecurity)

Cancel Confirm




